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T36S R10E 10, 11 2.25 2.00 0.25 5.03 straight section
T36S R10E 11, 12 2.50 3.00 -0.50 -10.06 straight section
T36S R11E  7, 12 1.50 1.00 0.50 10.06 bend
T36S R11E 7, 8 0.50 1.25 -0.75 -15.09 straight section
T36S R11E 8, 9 -1.00 1.00 -2.00 -40.23 slight bend
T36S R11E 9, 10 -1.50 3.00 -4.50 -90.53 bend
T36S R11E 10, 11 3.75 2.50 1.25 25.15 bend
T36S R11E 11, 12 1.50 1.25 0.25 5.03 bend
T36S R11E 7, 12 1.80 1.50 0.30 6.04 bend
T36S R12E 7, 8 1.75 1.40 0.35 7.04 slight bend
T36S R12E 17, 8 7.60 2.00 5.60 112.65 straight section
T36S R12E 17, 16 3.50 2.00 1.50 30.18 bend
T36S R12E 16, 15 3.50 2.50 1.00 20.12 bend
T36S R12E 15, 10 3.75 1.50 2.25 45.26 bend
T36S R12E 10, 11 4.50 1.00 3.50 70.41 straight section
T36S R12E 11, 14 2.80 0.90 1.90 38.22 bend
T36S R12E 13, 14 4.50 4.25 0.25 5.03 bend
1Units for the GLO measurements were Gunter’s chain, where 1 chain = 20.1168 meters.

Table 7. Comparison of channel width measurements from General Land Office section-line and 
meander surveys.
[m, meter; T, Township; S, South; R, Range; E, East; GLO, General Land Office]
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